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YesSpeed Controllable:
YesS.T.O.P. Protection:
IP44Motor IP Rating:
BInsulation:
2Motor Poles:
0.09 AFull Load Current:
220-240V/1/50HzSupply Voltage:
23Watts

Electrical Information
2 YearsWarranty:

Specific Fan Power & dB(A) shown are at duty point.

22dBA:
-30°C to 50°CAirstream Temperature:
2200 rpmSpeed:
ABS thermoplasticCasing:
Mixed FlowImpeller:
In-Line FansProduct Range:
VentilationProduct Type
ACM100Product Description:
17104010Stock Reference:

Tech Ref File:

Sound Power Level Spectra dB (re 10¯¹²  Watts)

Acoustic Information

22462228373739413632Breakout

35582837445352524136Outlet

37613038465456574238Inlet
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Requested Duty Actual Duty

FLUSH FITTING METAL MOUNT400144

DescriptionPart No

FLEXIBLE CONNECTORFLX100

3 AMP SINGLE PHASE CONTRO10314103

Electronic 1.5A ControllerW300310

DescriptionPart No

Optional Accessories

17104010
Performance Chart

For ducted units, sound power is given as In Duct with end reflections added.

Stated dB(A) levels at 3m with spherical propagation at a reference level of 2 x 10 ¯¹ ² Pa
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Dimensions

Dimensions
shown in mm
Weights in kg-153.51201689629812417897
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