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IR SUPPLIES LTD

4-Way Ceiling Diffusers

Description

* Easy removal of internal assembly for cleaning.
* Negligible resistance to airflow.

» Available as supply and return diffuser.

 Less dirt accumulation,

* Available in different sizes.

+ Painted RAL9010 white.

Face Size (mm)

STANDARD SIZES
Size (mm) Actual Neck Size (mm)
150 x 150 150 x 150
225 x 225 225 x 225
300 x 300 300 x 300
375 x 375 375 x 375
450 x 450 458 x 458

287 x 287

362 x 362

437 x 437

512 x 512

595 x 595

DIFFUSER SELECTION TABLE

V, (m/s)
Size (mm) A(m?) Vs(m/s)
P(mmHO,)
Q(mé/hr) 97
150 x 150 0.09 Lt 1.6
NR 22
Q(m?/hr) 144 180 216
225 x 225 0.02 Lt 5 1.9 2.3
NR <20 21 24
Q(m3/hr) 260 324 390
300 x 300 0.036 Lt 2 2.5 3
NR <20 23 26
Q(mé/hr) 403 504 605
375 x 375 0.056 Lt 2.5 3.1 34/
NR 20 24 28
Q(mé/hr) 583 729 875
450 x 450 0.081 Lt 3 3.7 4.5
NR 22 26 29
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LTisbased ona velocity of 0.25 m/s and is in metres.

Vz = Face Velocity.

Vs = Neck Velocity.
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