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Spiral Duct 3m 

Nominal Diame-
ter (mm) 

Surface Area 
(m²) 

Cross Sec琀椀onal 
Area (m²) 

Standard Gauge 
(mm) 

Standard Length 
(mm) Weight Kg/m 

80 0.251 0.005 0.5 3000 1.14 

100 0.314 0.008 0.5 3000 1.42 

125 0.393 0.012 0.5 3000 1.78 

150 0.471 0.018 0.5 3000 2.13 

160 0.503 0.02 0.5 3000 2.28 

180 0.565 0.025 0.6 3000 3.07 

200 0.628 0.031 0.6 3000 3.41 

224 0.704 0.039 0.6 3000 3.82 

250 0.785 0.049 0.6 3000 4.26 

280 0.880 0.062 0.6 3000 4.78 

300 0.942 0.071 0.6 3000 5.12 

315 0.990 0.078 0.6 3000 5.38 

355 1.115 0.099 0.8 3000 8.08 

400 1.257 0.126 0.8 3000 9.10 

450 1.414 0.159 0.8 3000 10.23 

500 1.571 0.196 0.8 3000 11.37 

560 1.759 0.246 0.8 3000 12.73 

600 1.885 0.283 0.8 3000 13.65 

630 1.979 0.312 0.8 3000 14.33 

710 2.231 0.396 0.8 3000 16.15 

800 2.513 0.503 0.8 3000 18.20 

900 2.827 0.636 1.0 3000 25.58 

1000 3.142 0.785 1.0 3000 28.43 

Spirally  Wound Duct 

• Available in diameters 80mm—1000mm. 

• Manufactured in 3m length (1.5m available on request) 

• Manufactured by Mechanical Air Supplies. 

• Galvanised Steel. 

• Manufactured in accordance with DW144 speci昀椀ca琀椀on 
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