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Features Advantages Benefits 
Consists of 20mm thickness of silver 
EPS with a thermal conductivity ≤0.03 
W/m.K . 
 
 

Provides a higher insulation value 
compared to other methods, 
retains more heat; 
Complies with Building 
Regulations. 

Peace of mind that the installation will 
comply with 2010 Building Regulations; 
Reduced risk of rejection by building control; 
Energy and cost savings. 

Removes the need for gluing or 
taping joints. 

Significantly reduces installation time and 
labour costs. 

Components are connected together 
by means of a moulded interlock 
feature. Allows installation by less skilled 

labour. 
Lower hourly rate = reduced labour costs. 

Silver EPS does not release irritating 
dust or fibres when handled or cut.  

Does not require dust masks and 
other PPE to install, unlike mineral 
wool-based insulations. 

Reduced risk of respiratory complaints; 
Quicker to install. 

Flame retardant to EN 13163 (class E). Helps minimise the spread of fire 
through a duct run.  

Peace of mind and reduced risk in a fire 
situation. 

Recyclable at widely-available EPS 
recycling centres. 

At the end of the product’s life, it 
can be safely recycled and reused. 

 

Has an Ozone Depletion Potential 
(ODP) of 0 and a Global Warming 
Potential (GWP) of <5. 

Little or no impact to the ozone 
layer & does not contribute to 
global warming. 
 
Complies with code for sustainable 
homes – GWP rating below 5 scores 
0.5pts. 

Reduced environmental impact. 
 
 
 
Can be specified or used without risk and 
contributes towards achieving code levels. 

Integral cutting guides, moulded every 
10mm.  

Makes cutting to length simpler; 
easier to make straight cuts. 

Provides a clean and professional appearance 
– improved end user satisfaction; 
Reduces installation time and labour costs. 

Rectangular 1m lengths include an 
integral straight connector recess to 
provide clearance for straight 
connectors when installing longer duct 
runs. 

Enables longer duct runs to be 
easily insulated. 

Reduces installation time and labour costs. 

Offers a life expectancy greater than 
or equal to that of the Domus duct 
system. 

Does not need replacing as part of 
any preventative maintenance 
programme. 

Peace of mind that the system will provide 
long-term insulation; 
Reduced maintenance costs. 

Provides an identical external profile 
between each component. 

Enables a neat and continuous 
finish. 

Architecturally pleasing finish – improved 
end user satisfaction. 

Integral part of a wider, 
comprehensive range. 

All products can be sourced from 
one, reliable supplier. 

Reduced sourcing costs. 

Robust structure. Resilient to site handling - reduced 
risk of product damage. 

Less waste, hence reduced costs. 
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